
BX - BXR - DX - RX
Light compaction



Powerful Performance

€ Shock-mounted, 4-cycle Honda engine with recoil start

€ Adjustable operator handles with padded grips

€  Removable eccentric housing for ease and economy of repair

€ Engine protection cage with integrated lifting bail

€  Oil bath exciter bearing lubrication to eliminate the need for routine greasing

€  Handle-mounted ratchet-type throttle control for safe use and easy operation

€  Standard gravity-fed water sprinkler system for compaction of hot mix asphalt

Applications

€  Compacting back“ ll along and beneath foundations and in utility trenches

€ Landscape and structural soil compaction 

€ Gravel driveway and walkway compaction

€  Compacting interlocking brick and decorative stone

€  Small hot mix asphalt jobs such as driveway paving and pothole repair

The three Ingersoll Rand single direction vibratory plates, BX-60WH, BX-80WH and BX-120WH, are designed to 

compact ef“ ciently granular soils, crushed aggregates and hot mix asphalt.  Each time the eccentric rotates, a stress 

wave is generated, travelling into the ground. This vibration sets the soil particles in motion, breaks down the soil, and 

the particles are rearranged to achieve proper density.

Vibratory Plate Compactors

Vibratory Plates BX-60WH BX-80WH BX-120WH

Operating weight 70 kg 90 kg 100 kg

Plate size (W x L) 430 x 565 mm 500 x 565 mm 550 x 570 mm

Centrifugal force 15.3 kN 18 kN 25.4 kN

Frequency 93.3 Hz 93.3 Hz 93.3 Hz

Engine Honda 2.6 kW Honda 3.7 kW Honda 3.7 kW

CPN 13207410 13207451 13207493










